
SALIENT DETAILS
1 Population and Requirement 

Kudieruppuvi Base Year (2022) Inter (2037) Ultimate(2052
)

Mela Pallipathu  287 339 379
Chenguzhi  276 326 365

Malakuttiavilai  246 291 325

141 166 187

2. Pro-rata Supply  55 lpcd

3. Cattles Requirement  6090 Lit.

4. Transmission  Loss   10%

5. Pumping  Hours  8 hours

6. Total  requirement of 
water 

 

Pre. 2022    Int. 2037        Ult. 2052

Present (2022) Inter (2037) Ultimate(2052)

Kudieruppuvilai  40 lpm 48 lpm 53 lpm

Mela Pallipathu  38 lpm 47 lpm 52 lpm

Chenguzhi  34 lpm 40 lpm 44 lpm

Malakuttiavilai  20 lpm 23 lpm 25 lpm

Total 158 lpm 174 lpm

7. Source : 2 Nos. of 6” dia Sedimentary Borewell on the 
downstream of Kanam Kanmai near Vallivilai

8. Pump set  : a. 3 HP Submersible Pumpset  95 lpm x 52m 
–  
1 No. (For pumping –I to Melapallipathu     
and Kudieruppuvilai)

b. 2 HP Submersible Pumpset  63 lpm x 50m 
–  
1 No. (For pumping –II to Chenguzhi     and
Malakuttiavilai)

9. Pump Room  : 2m x 2m – 1 No. @ source site

10
.

Pumping /Branch Main
a. pumping –I for 

Kudieruppuvilai
b. pumping –II for 

Malakuttiavilai

 
75/63/50 mm HDPE  PN6 & 65/50mm GI  Pipes – 
3820m
63/50 mm HDPE  PN6 & 50mm GI  Pipes – 3000m

11
.

Service  Reservoir : 10,000 Lit. - 3 Nos. in each hab. except 
Malakuttiavilai

12
.

Inlet connection : Existing 0.60 LL SR at  Malakuttiavilai
Existing 0.10 LL SR at  Mela pallipathu
Existing 0.10 LL SR at  Kudieruppuvilai

13
.

Distribution system : 3.99 km

14
.

FHTC : 422

 


