
SALIENT DETAILS

1) Population

a) Present stage   (2022) : 287

b) Intermediate stage year (2037) : 339

c) Ultimate stage year  (2052)  : 379

2) Per capita supply 55 LPCD

3) Requirement ( Total )

a) Present stage   (2022) : 0.17 MLD

b) Intermediate stage year (2037) : 0.021 MLD

c) Ultimate stage year  (2052)  : 0.023 MLD

4) Hours of Pumping

Head works to sumps  : 18 Hours

Sumps to Service Reservoir  : 12 Hours

5) Rate of Discharge  for 18 Hours :

Intermediate stage year (2037)  : 19 LPM

Ultimate stage year  (2052)  : 21 LPM

6) Source CWSS to 293 scheme

7) Branch mains to Group sumps 
206.24

8)
200.78

9) Group sumps 1  Nos - proposed, Capacity - 0.10 LL

10) Pumpsets

11) Service Reservoirs

12)

for 1 habitation
76 34 42

13) Cost of Installation

Part A - TWAD COMPONENTS : Rs. 72.00 lakh

Part B - RD COMPONENTS : Rs. 4.00 lakh

Total Project Cost : Rs. 76.00 lakh

14) Annual Maintenance cost : Rs. 2.40 lakh

15) Per capita cost : Rs. 26.481/-

16) Cost /1000 Litres : Rs. 65.90/-

17) Cost /1000 Litres (A.M. alone) : Rs. 32.06/-

Cost /FHTC : Rs. 1,00,000/-

WSS TO MUTHIGRAMAM (1 TRIBAL) HABITATION OF KOMBAI PANCHAYAT 
IN THURAIYUR UNION OF TIRUCHIRAPPALLI DISTRICT

Total length   1360m.
(50mm HDPE PN 6 pipe)

Group Sump to OHT's                             
             Feeder mains and Branches

63 mm HDPE PN 6 to 50 mm HDPE PN 
6-  4955m

   Sumersible Pumpset. 1 No. 
    (100% standbye)
    Duty 28lpm x 54m

Existing SR  - 1 No. - 10000 litres
Proposed SR - 1 No. - 10000 litres

Functional House Tap Connection 
(FHTC) Status Total No of 

Households
Availabl
e FHTC

Proposed 
FHTC
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