
SALIENT DETAILS

1 Population Base Year (2020)Present (2022)Int Year (2037) Ult year (2052)

: 14764 15116 17835 19953

3 Requirement ( Total ) - 1.11 MLD 1.33 MLD 1.46 MLD
4 Hours of Pumping -

Head works  : 18 Hours

Stand Post  : 24 Hours

5 Rate of Discharge  for 18 Hours : - - 1226  LPM 1354 LPM

2 Per capita supply : 55 LPCD

6 Source River Coleroon  near  kadampakkam

7 Head works

Infiltration Well  : 4 Nos. 

IW. 1 IW. 2 IW. 3 IW. 4

Dia  :   4.50 m   4.50 m   4.50 m   4.50 m

Depth  :  9.50m  8.50m  7.50m  9.50m

Connecting Main 125 mm CI D/F Pipe  : 2280 m

Collection Sump Capacity : 85000 L

8

 :

9
 :

10 Stand Post  : 7 Nos.       (40,000  lits. to  75,000 Ltrs.  ) 

11 Pumpsets  : Submersible Pumpset at Headworks

 :

12 Service Reservoirs

Existig Proposed

10000 litres  12 2

30000 litres  28

60000 litres 10

Total 50 2

14

3943 1094 2849

15 Cost of Installation

Part A - TWAD COMPONENTS : Rs. 34.62 crore

Part B - RD COMPONENTS : Rs. 1.52 crore

Total Project Cost : Rs. 36.14 crore

COMBINED WATER SUPPLY SCHEME TO 32  HABITATIONS IN  7 PANCHAYATS  OF SIRKAZHI    UNION 
 IN  MAYILADUTHURAI  DISTRICT

Pumping main ,Feeder mains and 
Branch mains to Stand Post 

Total length   26.38 Kms.
(250  mm DI K7 Pipe - 63 mm HDPE  6 KSC 
pipes)

Stand Post  to OHT's                                
          Feeder mains and Branches

63 mm HDPE 6 KSC to 140 HDPE 6 KSC Pipe 
-  29.33  Kms

1. At Head works - 4 Nos of Infiltration Wells
   Submersible Pumpsets - 2 Nos for 4 Nos of 
                        
    well (100% standby)
Submersible Pumpsets at Collection sump   . 
(100% standbye)
 Duty 1266 LPM X 44 m head.

Existing SR          -  50 Nos.
Newly proposed 
Service Reservoirs  -   2 No

Service 
Reservoir

Functional House Tap Connection (FHTC) 
Status

Total No of 
Households

Available 
FHTC

Proposed              
FHTC



16 Annual Maintenance cost : Rs.36.00 Lakhs
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