
SALIENT DETAILS 
CWSS TO SIGARALAPALLI AND 143 OTHER HABITATIONS IN BARGUR

UNION

Sl.
No.

Name of beneficiary

Population as per

Net Reqt in MLD including Fire
fighting demand @5%, Commr

10% with 10% TL & (Min 10 lpm
in 12 Hrs-7200 LPD)

2011
census

Base year
2020

Inter. Year
2035

Ulti. year
2050

Base year
2020

Inter.
Year
2035

Ulti. year
2050

1. Thogarapalli 4160 4452 4867 5203 0.147 0.150 0.153
2. Perugopanapalli 4011 4292 4694 5015 0.160 0.169 0.175
3. Guttur 3315 3647 4211 4772 0.162 0.166 0.172
4. Bandaseemanor 2036 2197 2486 2763 0.179 0.181 0.184
5 Batlapalli 3973 4448 5284 6162 0.179 0.199 0.221
6 Sigaralapalli 4723 5574 6990 8407 0.180 0.208 0.244
7 Mallapadi 2441 2733 3246 3734 0.115 0.118 0.121
8 Oppathavadi 3098 3531 4398 5453 0.122 0.152 0.188

TOTAL 27,757 30,874 36,176 41,509 1.244 1.342 1.458
HOURS OF PUMPING 

From HW to Panchayat Sump & Booster Sump : 18 hours 

Rural Feeders : 12 Hours 

HEAD WORKS

a) Location : Thenpennaiyar River at Penneswaramadam village

b) Infiltration Well 
: 3 Nos – Size 4.5 m Dia x 5.0 m Depth with safe yield of 500 

LPM in each well

c) Pumpset
: OW Sub P’set 3 HP Each : 415 lpm x 14 m – 3 Nos – 100% 

standby
d) Sump Cum Pump house : 0.85 LL

e) Pumpset : OW Sub P’set 25 HP : 1244 lpm x 56 m – 1 No – 100% standby

f) Connecting Main : 125 CI D/F - 690 m 

g) Pumping Main / Booster main and Branches

: 100 DI K7 - 10525 m
150 DI K7 - 1100 m
200 DI K7 - 20920 m
250 DI K7 - 3205 m
Total  : 56035 m

150 DI K9 - 5850 m
140 PVC 6 KSC – 1100 m
110 PVC 6 KSC – 10 m
90 PVC 6 KSC - 13325 m

BOOSTER  SUMP @ BATALAPALLI : 0.35 LL Cap- 1 No – Pump Room 4 x 3 m
: OW Sub P’set  17.5 HP : 443 LPM X 97 M – 100% Standby - 

Booster
INFRASTRUCTURES WITHIN 
PANCHAYAT 

Location of Panchayat
Sumps

Cap in LL
Pump 
Room

Pset duty
(OW
Sub)

Thogarapalli 0.55 4 x 3 m

105 Lpm
x 21 m

104 Lpm
x 22 m

Perugopanapalli

0.60 4 x 3 m 108 Lpm
x 26 m

126 Lpm
x 33 m

Guttur 0.60 4 x 3 m 54 Lpm x
29 m

97 Lpm x



28 m
80 Lpm x

41 m

Bandaseemanor 0.65 4 x 3 m

122 Lpm
x 31 m

80 Lpm x
33 m

50 Lpm x
39 m

Sigaralapalli 0.85 4 x 3 m

131 Lpm
x 25 m

156 Lpm
x 21 m

Batlapalli 0.75 4 x 3 m

126 Lpm
x 39 m

150 Lpm
x 48 m

Mallapadi 0.45 4 x 3 m

80 Lpm x
43 m

84 Lpm x
26 m

Oppathavadi 0.65 4 x 3 m
211 Lpm
x 89 m

Kanamoor Kollakottai
0.10 2 x 2 m

81 Lpm x
81 m

FEEDER MAIN FROM PANCHAYAT 
SUMPS TO OHTs

100 DI K7 - 7670 m
100 DI K9 - 3845 m
110 PVC 6 KSC – 5360 m
Total  : 134990 m

90 PVC 6 KSC – 7095 m
75 PVC 6 KSC - 16155 m
63 PVC 6 KSC - 94865 m

COMPOUND WALL
20m x 15m at Head works & Booster station  & 15m x 15m at 
Panchayat sump 

SERVICE RESERVOIRS

Existing: 
0.10 LL – 64 Nos
0.30 LL – 61 Nos
0.60 LL – 9 Nos

Proposed: 
0.10 LL – 10 Nos
0.20 LL – 1 Nos

DISTRIBUTION SYSTEM Existing utilised and in addition 2490 m proposed
COST OF THE PROJECT : Rs. 3182.00 Lakhs
ANNUAL MAINTENANCE COST : Rs. 41.50 Lakhs
PER CAPITA COST : Rs. 10306 for present population
COST PER 1000 LITRES : Rs. 29.74
COST PER 1000 LITRES (FOR AM ALONE) :  Rs. 8.46


