
SALIENT DETAILS
Name of Scheme WSIS  to Anaiyur Municipality in Madurai

District. 
Estimate Cost Rs.12.93 Crore. 
A.M.Cost Rs. 31.00 lakhs  
Funding Rs.12.93 Cr. (MNP – Rs.8.97 Cr and                   

others – Rs.3.96 Cr.) 
POPULATION AND REQUIREMENT Base Year

(2009)
Intermediat
e   (2024)

Ultimate
(2039)

Population 45000 58000 72000
Pro rata supply 135lpcd 135 lpcd 135 lpcd
Requirement (in mld) 5.99 7.72 9.56
Existing supply in mld 4.16 4.16 4.16
Net Requirement (in mld) 1.83 3.56 5.40
The yield from the infiltration wells 2.57 MLD, balance requirement was proposed to 
be met out from Periyar Vaigai closed conduit water supply scheme phase - II

Source 7 nos Infiltration wells – Existing - completed
Location Karupatti Village in  Vadipatti Union
Connecting Main 125mm CI D/F & LA Class -1840m – Existing - 

completed
Pumpset 383 LPM x 37m Head, 5 HP 14 nos – Existing - completed
Pump room at Head works (5m x 
4m)

1 no – Existing - completed

2.00LL Stand post 16m Staging 
Height 

1 No – Existing - completed

Pumping Main Gravity main:                                              
355 mm HDPE PE 100 PN6 Pipe: 21607 m         
315 mm HDPE PE 100 PN6 Pipe : 7834 m          
355.6 mm x 4 mm thick MS Pipe : 60 m            
323.9 mm x 4 mm thick MS Pipe :  300m          
350 mm K7 DI Pipe :  66 m                                
300 mm K7 DI Pipe :  170 m                              
Feeder main I:                                             
315 mm HDPE PE 100 PN6 Pipe : 636 m            
280 mm HDPE PE 100 PN6 Pipe : 413 m            
250 mm HDPE PE 100 PN6 Pipe : 779 m            
110 mm HDPE PE 100 PN6 Pipe : 600 m            
140 mm PVC 4 KSC Pipe : 1375 m                     
100 mm GI Pipe : 113 m                                    
150 mm GI Pipe : 35 m                                      
323.9 mm x 4 mm thick MS Pipe :  84m            
273 mm x 4 mm thick MS Pipe : 130 m             
Feeder main II:                                           
140 mm HDPE PE 100 PN6 Pipe : 3582 m          
150 mm GI Pipe : 186 m                                    
75 mm PVC 4 KSC Pipe : 1462m (Total), 975m 
(Existing), 487 m (Proposed)                             
63 mm PVC 4 KSC Pipe : 1781m (Total), 791m 
(Existing), 990 m (Proposed)                             
50 mm GI Pipe :  27 m

Pump room at Sump 1 no – Existing – completed
Pumpset 2084 LPM x 26m Head, 
20.5 HP

2 nos – Existing – completed

Pumpset 597 LPM x 47m Head, 10.5 
HP

2 nos – Existing – completed

Hours of pumping 16 Hours (Intermediate)
SERVICE RESERVOIRS - Existing

1



1.00 Lakh litres SR, 16 m staging 
height at Sangeeth Nagar

1 No - Existing - completed

2.00 Lakh litres SR, 16 m staging 
height at Anaiyur

1 No  - Existing - completed

2.00 Lakh litres SR, 16 m staging 
height at SVP Nagar

1 No - Existing - completed

2.00 Lakh litres SR, 16 m staging 
height at Muthamil Nagar

1 No - Existing - completed

30000 litres SR, 6 m Staging height  
at Milakaramai

1 No  - Existing - completed

30000 litres SR, 6 m Staging height  
at Karuppiahapuram

1 No -  Existing - completed

Inlet arrangements
Existing 5.00 Lakh litres SR, 12 m 
Staging height  at  Alangkulam

1 Job -  Existing - completed

Existing 2.00 Lakh litres SR, 12 m 
Staging height at Kalainagar

1 Job - Existing - completed

Existing 4.45 lakh litres SR, 20 m 
Staging height  at TNHB Sector 1&2

1 Job  - Existing - completed
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