
KURUMBAPATTI  PART I

(MARUTUKALIAMMAN  KOIL)

CAP    :100000 litres  (12M Staging 
height)
GL        : 314.618
MWL    :  329.718 

KURUMBAPATTI PART II

(NEAR KALIAMMAN KOIL)

CAP     : 60000 litres  (7.5M Staging 
height)
GL         : 314.841
MWL     :  325.344

50 M

45 M

WSS  TO BALASAMUDRAM  TOWN 
PANCHAYAT

KURUMBAPATTI PART III

(NEAR MATTU MANTHAI)

CAP     : 60000 litres  (12M Staging 
height)
GL         : 313.670
MWL     :  328.770

BALASAMUTHRAM HAMLET I

CAP     : 100000 litres  (12M Staging 
height)
GL         : 317.829
MWL     :  332.33

54/64 LPM
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EXISTING SR

PROPOSED SR

RAW WATER MAIN-
3050 M

CLEAR WATER MAIN-
3891 M

PROPOSED SUMP

200 M

45 M

PROPOSED 1.92 MLD  WTP  
AND 4.00 LL CW SUMP

GL 315.980
MWL 316.270  

INTAKE WELL(3.5  DIA 
*6.0 M DEPTH 
GL         : 314.84
FVL       :  311.84

BALASAMUTHRAM HAMLET II (SORNA 
NAGAR)

CAP     : 300000 litres (16M Staging 
height)
GL         : 315.351
MWL     :  334.851

1182/1392 LPM

1438/1695 LPM

140 mm HDPE 6KSC
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200 mm DIK7
200 mm DIK7
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1207/1423 LPM1438 lpm x 31 m

OW Sub P’set

1182 lpm x 19 M 
OW Sub P’set

Maattumandhai (TP Land)

PALAR – PURANTHALARU              
DAM


