
TENTATIVE WATER BALANCE DIAGRAM FOR NLC MINE WATER TREATMENT PACKAGE

CUSTOMER : TWAD BOARD, CWSS PROJECT 
PROPOSAL REFERENCE : 2020-D-14_Rev 3| Section 3 |June 18, 2020       

364.2 m3/h/train 356.7 m3/h/train 328.1 m3/h/train
34959 m3/day 34959 m3/day 34959.1 m3/day 34959.13 m3/day 34239.13 m3/day 31500 m3/day 31500 m3/day

1457 m3/hr 1457 m3/hr 1456.63 m3/hr 1456.63 m3/hr 1426.63 m3/hr UF skid recovery 1312.50 m3/hr 1312.50 m3/hr
10 ppm TSS 10 ppm TSS 10 ppm TSS 25 ppm TSS 2 ppm TSS

NLC MINE WATER    Further use 

(By others )
B/W waste UF B/F Waste 

30.00 m3/h 114 m3/h
720 m3/day 2739 m3/day

1213.9 ppm TSS

90%
(Approx.)

252.66 ppm TSS
144.13 m3/hr 
~ 300 ppm TSS 

Note :
1. The above flow rates are estimated. The guarantees shall be on the final product water quantity as provided in the technical offer.
2.. Distance between raw water stoarge tank & cascade aertor will be maximum 50 meters.
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