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GL

 Side wall vertical rod 10 mm RTS
                      @ 150 mm C/C

GL  26.92

 Side wall hoop rod 10 mm RTS
                      @ 150 mm C/C

 10 mm RTS  @ 150 mm C/C
 in the form of mesh both top & bottom

0.10

CROSS SECTION AT 'BB'

 8 mm RTS @ 150 mm C/C
 10 mm RTS @ 150 mm C/C

 16 mm RTS - 4 Nos

Stirrups - 8 mm RTS  @ 200 mm C/C

   RCC platform for holding the 300 mm CI pipe

RCC platform for holding the pipes(300mm CI pipe)

RCC Platform and  supporting cantilever beam

CWSS TO ARUPPUKOTTAI,SATTUR AND VIRUDHUNAGAR

MUNICIPALITIES  IN VIRUDHUNAGAR DISTRICT.
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     ASSISTANT ENGINEER,
TWAD BOARD,P.F.SECTION-II,
         TIRUNELVELI .

APPROVED BY

     EXECUTIVE  ENGINEER,
TWAD BOARD,P.F.DIVISION,
         TIRUNELVELI .

CHECKED BY

 ASSISTANT EXECUTIVE  ENGINEER,
      TWAD BOARD,P.F.DIVISION,
                  TIRUNELVELI .

TWAD BOARD

SLUDGE DRYING BED

ALL DIMENSIONS ARE IN  METRES


