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TWAD BOARD,P.F. SUB DIVISION-1,

All dimensions are in Metres.
CLARIFLOCULATOR - DETAILS

Walk way - 0.150 thick

Prop.GL

Launder slab -0.150m thick,0.60 m wide,0.45 depth
Launder side wall -0.150m thick

34.650

29.240

3.00

Head 0.40 x 0.25 (Typ.) 
Slot 12 Nos- 0.25 x0.40 

2.6m dia x 1.00m

Raft beam 0.40 x 1.05

0.15

0.40 x 0.40 sq.Column

0.25 thick. Shaft

4.65 (Typ.)

0.30

35.650

1.00

0.75(Typ.)

0.15 thick(Typ.)

0.60

0.40(Typ.)
0.25(Typ.)

1.20

10.50 inner dia

0.45

4.36

4.80

1.00

0.15

0.25 1.50

0.40

1.50

0.75

1.00

Ring Beam 0.40 x 0.45 

0.70

0.10

0.70

1.15

0.25

2.40

0.30

1.28

Ring T-Beam 0.40 x 0.95 

Orgnl.GL26.920

2.32

0.45 thick. Raft Slab

3.724.29

6.85(Typ.)

25.00 inner dia

26.60

depth Circular Pedastal

Ring T-Beam 0.40 x 1.75 Ring T-Beam 0.40 x 1.35 

(12 Nos)

0.40 x 0.40 sq.Column
(24 Nos)

0.40 x 0.40 sq.Column
(12 Nos)

3.43

Raft beam 0.40 x 0.80 Raft beam 0.40 x 0.80

2.60

10.90
17.75

Sidewall thick

SS Hand rails

Flocculator sidewall

33.900

32.450

30.900

30.200

29.850

29.150

26.920

25.920

25.120
25.120

25.920

29.950

Orgnl.GL26.920

Prop.GL29.240

2.00

2.23

PCC 1:4:8 - 0.15m thick

central shaft below floor slab

Floor slab 0.70m thick-slope 1:12

25.30

2.75
3.04

33.900

32.250

31.800

30.300

31.420 31.420

4.03

0.25


